LED Integrated Testing System test report

test item: LED spectrum analyse
equipment: ZWL-600 Light Color Power Comprehensive Testing System
Product: 60147 Manufacturer :
s o iditv: 0
Test Identifier Temperature: 25°C Humidity: 40 %
Conner: WT Date: 2021-10-29
Organ:
curve of spectrum power distributing
Qv -
100+
¥ 904
80
70
o Ik
i I
40- A
o | IV T[]
! / // N
] v ]
1 M
104 =
0- i

380402425448 471494 517 540 563 586 609 632655678 701 724 747 770

M (nm)

Spectrum Electrical

Ap: 450.0 nm | (warm-up) : 6000. 0 mA

Ad: 476.7 nm warm-up Time : 500 ms

Am: 439, 6 nm | (test) : 1019. 200 mA

A TS 441.0 nm V (Forward) : 24.00 V

AN : 22.0 nm Qv : 2047. 456 Im

Tc: 10515 K Light Effi : 83.703 Im/w

CIE(xY) : 0.2798, 0.2791 P: 24.461 W

CIE(y V) : 0.1933, 0.2893 PF:

Ra: 86. 4 R1:87.9 R2:87.1 R3:81.9

Purity : 0.233 R4: 89.0 R5:87.4 R6: 79.7

Light Power : 42580. 8557 mw R7:89.0 R8:84.9 R9: 48.0

SDCM : 80. 55 R10: 65. 8 R11:90.0 R12:51.9

DUV : -0.0044 R13:87.6 R14: 89. 8 R15: 89.0
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