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Spectrum Test Report

1.0=27.440mW/nm
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Wavelength(nm)
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Spectrum CIE1931 EVERFINE

x = 0.1477 y = 0.7338

CCT = 8147K

Color Parameters:

Chromaticity Coordinate:x=0.1477  y=0.7338/u'=0.0513 v'=0.5738

CCT=8147K(Duv=0.1646) Dominant WL:Ld =523.6nm Purity=80.6%

Ratio:R=0.5% G=97.6% B=1.9%　Peak WL:Lp=516.5nm  FWHM=25.7nm

Render Index:Ra=-28.7  

R1 =-34 R2 =-14 R3 =-36 R4 =-66 R5 =-8 R6 =-23 R7 =-15

R8 =-33 R9 =-340 R10=-121 R11=-96 R12=-43 R13=-42 R14=32 R15=-30

Photo Parameters:

Flux  = 409.5 lm   Eff. : 96.96 lm/W  Fe  = 890.3 mW

Electrical parameters:

V = 23.997 V     I = 0.1760 A    P = 4.223 W PF = 1.000

LEVEL:OUT        WHITE:OUT

Status:  Integral T = 423 ms  Ip = 37340 (57%)

Model:60995 Number:G
Tester: Date:2021-09-04
Temperature:25.3Deg Humidity:65.0%
Manufacturer: Remarks:60995-1M
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Spectrum Test Report

1.0=24.939mW/nm

380 480 580 680 780
Wavelength(nm)
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x = 0.6923 y = 0.3036

CCT = 1001K

Color Parameters:

Chromaticity Coordinate:x=0.6923  y=0.3036/u'=0.5266 v'=0.5196

CCT=1001K(Duv=-0.0791) Dominant WL:Ld =622.6nm Purity=98.8%

Ratio:R=98.6% G=1.3% B=0.1%　Peak WL:Lp=629.0nm  FWHM=15.3nm

Render Index:Ra=10.8  

R1 =6 R2 =81 R3 =24 R4 =-28 R5 =2 R6 =93 R7 =-5

R8 =-87 R9 =-252 R10=77 R11=-9 R12=73 R13=33 R14=56 R15=-43

Photo Parameters:

Flux  = 97.13 lm   Eff. : 22.71 lm/W  Fe  = 470.0 mW

Electrical parameters:

V = 23.997 V     I = 0.1782 A    P = 4.276 W PF = 1.000

LEVEL:OUT        WHITE:OUT

Status:  Integral T = 423 ms  Ip = 41836 (64%)

Model:60995 Number:R
Tester: Date:2021-09-04
Temperature:25.3Deg Humidity:65.0%
Manufacturer: Remarks:60995-1M



EVERFINE CAS-200 Test Report 3 Of 5 

Spectrum Test Report

1.0=67.024mW/nm

380 480 580 680 780
Wavelength(nm)
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x = 0.1545 y = 0.0311

CCT >= 100000K

Color Parameters:

Chromaticity Coordinate:x=0.1545  y=0.0311/u'=0.2017 v'=0.0914

CCT=100000K(Duv=-0.2061) Dominant WL:Ld =455.7nm Purity=97.6%

Ratio:R=3.5% G=16.5% B=80.0%　Peak WL:Lp=451.8nm  FWHM=16.4nm

Render Index:Ra=-49.7  

R1 =27 R2 =-42 R3 =-171 R4 =-97 R5 =33 R6 =-43 R7 =-63

R8 =-42 R9 =-145 R10=-246 R11=-116 R12=-102 R13=2 R14=-40 R15=34

Photo Parameters:

Flux  = 60.49 lm   Eff. : 14.82 lm/W  Fe  = 1.461 W

Electrical parameters:

V = 23.997 V     I = 0.1701 A    P = 4.082 W PF = 1.000

LEVEL:OUT        WHITE:OUT

Status:  Integral T = 423 ms  Ip = 50001 (76%)

Model:60995 Number:B
Tester: Date:2021-09-04
Temperature:25.3Deg Humidity:65.0%
Manufacturer: Remarks:60995-1M
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Spectrum Test Report

1.0=5.066mW/nm
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Wavelength(nm)
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x = 0.4466 y = 0.3986

CCT = 2800K

Color Parameters:

Chromaticity Coordinate:x=0.4466  y=0.3986/u'=0.2592 v'=0.5207

CCT=2800K(Duv=-0.0033) Dominant WL:Ld =584.9nm Purity=53.7%

Ratio:R=25.2% G=71.8% B=3.0%　Peak WL:Lp=607.8nm  FWHM=118.6nm

Render Index:Ra=85.6  

R1 =87 R2 =97 R3 =91 R4 =83 R5 =88 R6 =95 R7 =81

R8 =63 R9 =24 R10=93 R11=84 R12=80 R13=90 R14=96 R15=80

Photo Parameters:

Flux  = 232.5 lm   Eff. : 55.88 lm/W  Fe  = 746.0 mW

Electrical parameters:

V = 23.997 V     I = 0.1734 A    P = 4.161 W PF = 1.000

LEVEL:OUT        WHITE:ANSI_2700K

Status:  Integral T = 2000 ms  Ip = 42829 (65%)

Model:60995 Number:WW
Tester: Date:2021-09-04
Temperature:25.3Deg Humidity:65.0%
Manufacturer: Remarks:60995-1M
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Spectrum Test Report

1.0=66.459mW/nm

380 480 580 680 780
Wavelength(nm)
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x = 0.2484 y = 0.2332

CCT >= 100000K

Color Parameters:

Chromaticity Coordinate:x=0.2484  y=0.2332/u'=0.1874 v'=0.3959

CCT=100000K(Duv=-0.0071) Dominant WL:Ld =473.3nm Purity=38.9%

Ratio:R=18.6% G=73.2% B=8.2%　Peak WL:Lp=452.4nm  FWHM=17.3nm

Render Index:Ra=65.8  

R1 =53 R2 =86 R3 =73 R4 =49 R5 =67 R6 =86 R7 =77

R8 =36 R9 =-111 R10=70 R11=27 R12=67 R13=60 R14=81 R15=41

Photo Parameters:

Flux  = 772.4 lm   Eff. : 45.56 lm/W  Fe  = 3.454 W

Electrical parameters:

V = 23.997 V     I = 0.7065 A    P = 16.95 W PF = 1.000

LEVEL:OUT        WHITE:OUT

Status:  Integral T = 432 ms  Ip = 51061 (78%)

Model:60995 Number:RGBWW
Tester: Date:2021-09-04
Temperature:25.3Deg Humidity:65.0%
Manufacturer: Remarks:60995-1M


