EV=RFINE
Test report

EVERFINE LEDspec Test Report

Spectrum Test Report
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Color Parameters:

Chromaticity Coordinate:x=0.4544 y=0.4177/u'=0.2559 v'=0.5292 duv=3.293e-003
Tc=2834K Dominant WL:Ld=582.6nm Purity=61.8%

Ratio:R=22.7% G=76.3% B=1.0% Peak WL:Lp=597.8nm HWL:125.3nm

Render Index:Ra=82.6 [None]

Rl =70.1 R2 =79.9 R3 =89.2 R4 =71.8 R5 =67.9 R6 =71.8 R7 =80.6

R8 =49.7 R9 =-19.5 R10=53.4 R11=67.5 R12=44.1 R13=71.2 R14=93.3 R15=62.9

Photo Parameters:
Flux = 137.1 1m Eff. : 86.38 1m/W Fe = 418.5 m@

Electrical parameters:
VF = 3.175 V IF = 499.8 mA P = 1587 mW

LEVEL: ** WHITE:OUT

Status: T=185.00ms Ip=36632 (56%) [ HAAS1200 V1 USB ] V2.00.242

Model :BRSG2A120-101 Number:83

Tester:S 2950 Date:2021-09-30 05-33
Temperature:25.3Deg Humidity:65.0%
Manufactory:4920,0.3348,0.2420 Remarks:S

Assessor:damin
System:LED300 + HAAS1200 V1 USB



